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TRANS-CLING™ 6 mil VINYL W/DREAM ADHESIVE

DESCRIPTION:

A 6mil white vinyl coated with our pressure sensitive ultra-removable ultra-repositionable dream adhesive. This product
can be used on a variety of smooth flat substrates including glass, wood and painted drywall.

CHARACTERISTICS:
o Ideal for most interior smooth flat surfaces.
e Can be easily removed and reapplied.
. Clean removability and repositionability for up to 1 year

TECHNICAL DATA:
PROPERTIES UNIT OF MEASURE PROPERTY VALUE TEST METHOD
Thickness Gauge 6 mil n/a
Liner n/a 90# two side coated polyethylene liner n/a
Adhesive n/a Ultra-removable ultra-repositionable n/a
Dream adhesive
Printing n/a Conventional and UV offset printing and n/a
screen printing
Dimensional Stability n/a Good n/a
Minimum Application n/a +50° F n/a
Temperature
Adhesion n/a 15 minutes 80z 24 hours 8oz PSTC-1 180° n/a
peel @ 12 min, 73°F on stainless steel
Shelf Life n/a 1 year when stored at 74°F and 50% n/a
relative humidity
All infor i dati and suggestions contained herein, including, without limitations, stated values (collectively the “Information”) shall be used only as a guide by Purchaser and

not for specmcatlon or any other purpose. The Information does not constitute a warranty nor guaranty of any type whatsoever. Purchaser should independently determine the suitability of
all material purchased and must confirm adaptability and other characteristics by conducting its own test. Transcendia shall have no liability as a result of any loss, expense, damage, cost or
other injury which results from Purchaser’s reliance on the Information.
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